
   

Congratulations on your purchase of a Magnetic Effects 
Electrochop Tremolo!

The Electrochop is a super choppy tremolo that features the 
classic, unique LFO section from the Vox Repeat 
Percussion. 

A new audio circuit has been designed around the LFO, 
resulting in a tremolo that sounds like the Repeat 
Percussion but with a fuller, louder sound and more 
controls. All the classic throb but with more user friendly 
features!

Tip: Try using the Electrochop in combination with a fuzz or 
distortion pedal. Place the Electrochop after the fuzz or 
distortion in the signal chain for best results. 
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CONTROLS.

Speed - Controls the speed of the tremolo effect.

Level - Controls the output level of the pedal.

Depth - Controls the mix between the tremolo effect and clean sound.

Rate - Controls overall speed range.

OPERATING INSTRUCTIONS.

Connect a lead from your guitar to the input jack (Right jack). Connect a lead 
from the output jack (Left jack) to your amplifier. Make sure a battery is fitted 
or a 9V DC centre negative adapter is connected to the power in socket. 

To preserve battery life, unplug the input jack when the pedal is not in use. 
The insertion of an external adapter plug automatically removes the internal 
battery from the circuit.

To change the battery, remove the four screws on the back of the pedal. 
Remove the back plate and attach a 9V battery to the battery clip, making 
sure the polarity is correct. Place the back plate on and tighten the screws.

Batteries must never be heated, taken apart or thrown into fire or water. Only 
rechargeable batteries can be recharged. Remove the battery when the pedal 
is not being used for a long period of time. Dispose of batteries according to 
local laws and regulations.

For powering the pedal, the use of a well regulated power 9V DC power 
supply is recommended.

If you always use an external adapter to power the pedal it is recommended 
that the battery be removed. 

The use of power supplies other than the type specified may damage the 
pedal. 
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TECHNICAL SPECIFICATIONS.

- Size: 118 x 60 x 40mm

-Weight: 310 grams excluding battery

-Power: 9V battery or 9V DC centre negative adapter

-Current Draw: 9.4ma

- Switching: True Bypass

-Input Impedance: 500K

-Output Impedance: Varies 1-5K

CONTACT.

magneticffects@gmail.com

http://www.facebook.com/magneticeffectspedals
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