
   

Congratulations on your purchase of a Magnetic Effects Solar Bender!

The Solar Bender is a clone of the famous Tonebender MK II.

A classic fuzz and for good reason! The Tonebender MKII is a wonderful fuzz, with a great saturated tone, 
that slips into controllable feedback easily. Most notably used to great effect by Jimmy Page on the early Led 
Zeppelin records.

In addition to the regular Gain and Volume controls that the original had, the Solar Bender features a bias 
knob. The bias knob  allows you to compensate for temperature changes that can sometimes affect 
germanium transistors. Also, the bias knob  can  be used to alter the tone slightly, or to intentionally mis-bias 
the transistors, to create broken or gated types of tones.

The Fat switch enhances the bass response of the pedal for a fuller low end.

The Solar Bender features a charge pump acting as a polarity reverse circuit. This enables you to run the 
pedal on a standard 9V centre negative adapter and daisy chain the pedal. This makes the Solar Bender a 
lot more practical and pedal board friendly than the original Tonebender MKII and many of its clones.

Thank you for your business and support.

CONTROLS.
Level: Controls the overall output of the pedal.

Attack: Alters the amount of fuzz.

Bias: Affects the electronics tuning of the germanium transistors. In typical temperatures setting the bias 
control anywhere from halfway to full will give the classic Tonebender bias range of 7.5V to 8.5V

You can also use the bias control to set the bias by ear: Plug a guitar into the input jack of the Solar Bender. 
Plug the output jack of the Solar Bender into an amp. Turned the volume knob  on your guitar down and turn 
the Level and Attack knob  up  to full on the pedal. Start with the Bias control turned down and then slowly turn 
the Bias control up and listen to the hiss the pedal produces. Turn the Bias control until the point when the 
hiss is reduced. Just past this point on the bias control will achieve a classic Tonebender bias setting.

Fat: A switch that enhances the bass response of the pedal for a fuller low end.



OPERATING INSTRUCTIONS.

Connect a lead from your guitar to the input jack (Right jack). Connect a lead from the output jack (Left jack) 
to your amplifier. Make sure a battery is fitted or a 9V DC centre negative adapter is connected to the power 
in socket. 

To preserve battery life, unplug the input jack when the pedal is not in use. The insertion of an external 
adapter plug automatically removes the internal battery from the circuit.

To change the battery, remove the four screws on the back of the pedal. Remove the back plate and attach a 
9V battery to the battery clip, making sure the polarity is correct. Place the back plate on and tighten the 
screws.

Batteries must never be heated, taken apart or thrown into fire or water. Only rechargeable batteries can be 
recharged. Remove the battery when the pedal is not being used for a long period of time. Dispose of 
batteries according to local laws and regulations.

For powering the pedal, the use of a well regulated power 9V DC power supply is recommended.

If you always use an external adapter to power the pedal it is recommended that the battery be removed. 

The use of power supplies other than the type specified may damage the pedal. 

TECHNICAL SPECIFICATIONS.

- Size: 118 x 66 x 40mm

- Weight: 320 grams excluding battery

- Power: 9V battery or 9V DC centre negative adapter

- Current Draw: 8.5 ma

- Switching: True Bypass

CONTACT.

magneticeffects@gmail.com

http://www.facebook.com/magneticeffectspedals
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